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Our facility utilizes the best technologies and BAT equipment in
accordance with Directive 91/61/EC. We have a production line that
enables galvanizing of elements with dimensions up to 6500 x 1400 x
3000 cm and a unit weight of up to 5000 kg.

There is a possibility of galvanizing larger elements after prior
agreement. Our experienced and highly qualified staff ensures the
highest quality of manufactured elements and final products.

Hot-dip galvanizing protects cast iron and steel
products from corrosion by coating them with
zinc. This technology involves immersing the
structural elements in chemical baths, which
provides protection against corrosion in every
crevice. The process ends with applying a zinc
coating to clean steel elements by immersing
them in molten zinc.

Hot-dip galvanizing
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Made of cold-rolled sheets with a seam 
in the following cross-sections:
• Circular: Ø16mm, Ø18mm
• Square: 14 × 14mm, 16 × 16mm, 18 × 18mm
• Open cold-formed profiles

Made of cold and hot-rolled sheets in the 
following cross-sections:
• C-shaped from 25 × 16mm to 60 × 40mm
• Angle-shaped from 20 × 20mm to 65 × 65mm
• Others according to customer requirements.

Closed cold-formed profiles made of hot-rolled sheets
with a seam in the following cross-sections:
• Circular: Ø38mm, Ø42,4mm, Ø48mm, Ø51mm
• Square: 25 × 25mm, 30 × 30mm, 40 × 40mm, 50 × 50mm
• Rectangular: 30 × 18mm, 30 × 20mm, 40 × 20mm, 50 × 30mm, 
60 × 40mm
• Closed cold-formed profiles
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Cold-formed profiles
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Fence posts
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Post 60x40mm
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Post | Ø42,4mm

200cm Ø42,4mm 1,25mm ✓ ✓

220cm Ø42,4mm 1,25mm ✓ ✓

230cm Ø42,4mm 1,25mm ✓ ✓

240cm Ø42,4mm 1,25mm ✓ ✓

260cm Ø42,4mm 1,25mm ✓ ✓

Height Diameter Wall Thickness Galvanized Product RAL

200cm Ø42,4mm 1,5mm ✓ ✓

220cm Ø42,4mm 1,5mm ✓ ✓

230cm Ø42,4mm 1,5mm ✓ ✓

240cm Ø42,4mm 1,5mm ✓ ✓

260cm Ø42,4mm 1,5mm ✓ ✓

200cm Ø42,4mm 2mm ✓ ✓

220cm Ø42,4mm 2mm ✓ ✓

230cm Ø42,4mm 2mm ✓ ✓

240cm Ø42,4mm 2mm ✓ ✓

260cm Ø42,4mm 2mm ✓ ✓

*Typical lengths of posts are provided in the table. Other lengths can be made upon customer's request.
**Typical colors from the RAL palette are: 6005, 7016, 8017, 9005. www.steel.prosolva.eu

Height Diameter Wall Thickness Galvanized Product RAL

Height Diameter Wall Thickness Galvanized Product RAL
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Post | Ø48,3mm

200cm Ø48,3mm 1,25mm ✓ ✓

220cm Ø48,3mm 1,25mm ✓ ✓

230cm Ø48,3mm 1,25mm ✓ ✓

240cm Ø48,3mm 1,25mm ✓ ✓

260cm Ø48,3mm 1,25mm ✓ ✓

200cm Ø48,3mm 1,5mm ✓ ✓

220cm Ø48,3mm 1,5mm ✓ ✓

230cm Ø48,3mm 1,5mm ✓ ✓

240cm Ø48,3mm 1,5mm ✓ ✓

260cm Ø48,3mm 1,5mm ✓ ✓

200cm Ø48,3mm 2mm ✓ ✓

220cm Ø48,3mm 2mm ✓ ✓

230cm Ø48,3mm 2mm ✓ ✓

240cm Ø48,3mm 2mm ✓ ✓

260cm Ø48,3mm 2mm ✓ ✓

 *Typical lengths of posts are provided in the table. Other lengths can be made upon customer's request.
**Typical colors from the RAL palette are: 6005, 7016, 8017, 9005. www.steel.prosolva.eu

Height Diameter Wall Thickness Galvanized Product RAL

Height Diameter Wall Thickness Galvanized Product RAL

Height Diameter Wall Thickness Galvanized Product RAL
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Post | 60 x 40mm

200cm 60 x 40mm 1,25mm ✓ ✓

220cm 60 x 40mm 1,25mm ✓ ✓

230cm 60 x 40mm 1,25mm ✓ ✓

240cm 60 x 40mm 1,25mm ✓ ✓

260cm 60 x 40mm 1,25mm ✓ ✓

200cm 60 x 40mm 1,5mm ✓ ✓

220cm 60 x 40mm 1,5mm ✓ ✓

230cm 60 x 40mm 1,5mm ✓ ✓

240cm 60 x 40mm 1,5mm ✓ ✓

260cm 60 x 40mm 1,5mm ✓ ✓

200cm 60 x 40mm 2mm ✓ ✓

220cm 60 x 40mm 2mm ✓ ✓

230cm 60 x 40mm 2mm ✓ ✓

240cm 60 x 40mm 2mm ✓ ✓

260cm 60 x 40mm 2mm ✓ ✓

*Typical lengths of posts are provided in the table. Other lengths can be made upon customer's request.
**Typical colors from the RAL palette are: 6005, 7016, 8017, 9005. www.steel.prosolva.eu

Height Diameter Wall Thickness Galvanized Product RAL

Height Diameter Wall Thickness Galvanized Product RAL

Height Diameter Wall Thickness Galvanized Product RAL



Steel precision for
your success!
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Square 
25 x 25mm

- frame, tube fill
Ø16mm every

80mm

L1000 L1000D - -

L1200 L1200D - -

L1500 L1500D - L1500D+K

L2000 L2000D L2000+O L2000D+K

L3000 L3000D L3000+O L3000D+K

Material Available dimensions Available dimensions
with doors

Available dimensions
with windows

Available dimensions
with doors and troughs
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Fence panel | 1840 x 80cm
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Square 
25 x 25mm

- frame, tube fill
Ø16mm every

50mm

L1000 L1000D - -

L1200 L1200D - -

L1500 L1500D - L1500D+K

L2000 L2000D L2000+O L2000D+K

L3000 L3000D L3000+O L3000D+K
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Fence panel | 1840 x 50cm
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Material Available dimensions Available dimensions
with doors

Available dimensions
with windows

Available dimensions
with doors and troughs



Square 
25 x 25mm

- frame, mesh fill 
50 x 50mm

L1000 L1000D - -

L1200 L1200D - -

L1500 L1500D - L1500D+K

L2000 L2000D L2000+O L2000D+K
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Fence panel | 1840 x 50 x 50cm - mesh

www.steel.prosolva.eu

Material Available dimensions Available dimensions
with doors

Available dimensions
with windows

Available dimensions
with doors and troughs



Square 25 x 25mm - frame,
tube fill Ø16mm every

50mm

L1000 L1000 3/4D L1000 4/4D

L1500 L1500 3/4D L1500 4/4D

L2000 L2000 3/4D L2000 4/4D

Material Available dimensions Available dimensions with doors
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Fence panel for puppies | 1000 x 50

www.steel.prosolva.eu



Square 25 x 25mm - frame,
mesh fill 50x50mm

L1000 L1000 3/4D L1000 4/4D

L1500 L1500 3/4D L1500 4/4D

L2000 L2000 3/4D L2000 4/4D
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Fence panel for puppies 
1000 x 50 x 50cm - mesh
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Material Available dimensions Available dimensions with doors



Square 25 x 25mm - frame, channel

L1000 L1000D

L1200 L1200D

L1500 L1500D

L2000 L2000D

Material Available dimensions Available dimensions with doors
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Frame for board fill | 1840cm
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Square 25 x 25mm - frame, 
trapezoidal sheet fill - 3/4, 

tube fill Ø16mm every 80mm - 1/4

L1000

L1200

L1500

L2000

Material Available dimensions
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¾ panel fill trapezoidal sheet | 1840 x 80cm
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Square 25 x 25mm - frame, 
trapezoidal sheet fill - 3/4, 

tube fill Ø16mm every 50mm - 1/4

L1000

L1200

L1500

L2000

Material Available dimensions
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Panel with 3/4 trapezoidal sheet fill | 1840 x 50cm
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Square 25 x 25mm - frame, trapezoidal sheet fill - 3/4, 
mesh fill 50 x 50mm - 1/4

L1000

L1200

L1500

L2000

Material Available dimensions
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Panel with 3/4 trapezoidal sheet fill 
1840 x 50 x 50cm - mesh
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Square 25 x 25mm, corrugated sheet fill

L1000

L1200

L1500

L2000

Material Available dimensions
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Panel with 4/4 trapezoidal sheet fill
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Oval profile 50 x 30mm

L2400 L2400D

L3000 L3000D

L3600 L3600D

L4000 L4000D

Material Available dimensions Available dimensions with doors
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Fence panel 
1600 x 50 x 30cm - 6 horizontal beams
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Oval profile 50 x 30mm

L2400 L2400D

L3000 L3000D

L3600 L3600D

L4000 L4000D

Material Available dimensions Available dimensions with doors
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Fence panel for ponies 
1350 x 50 x 30cm - 5 horizontal beams
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Oval profile 50 x 30mm

L2400 L2400D

L3000 L3000D

L3600 L3600D

L4000 L4000D

Material Available dimensions Available dimensions with doors
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Fence panel 
1600 x 50 x 30cm - 3 horizontal beams
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Oval profile 50 x 30mm

L2400 L2400D

L3000 L3000D

L3600 L3600D

L4000 L4000D

Material Available dimensions Available dimensions with doors
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Fence panel 
1600 x 50 x 30cm - vertical
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Horizontal beams: tube Ø22, tube Ø20. 
Vertical beams: square 25 x 25mm

L1220 x 972mm Loop

L1525 x 972mm Loop

L1830 x 972mm Loop

L2440 x 972mm Loop

Material Available dimensions

Fence panel for sheep | ring fixing
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Horizontal beams: tube Ø22, tube Ø20.
Vertical beams: square 25 x 25mm

L1220 x 972mm Loop

L1525 x 972mm Loop

L1830 x 972mm Loop

L2440 x 972mm Loop

Material Available dimensions

Fence panel for sheep | spike
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Made of 20 x 20mm profile
and flat bar length 
L250mm, L300mm

L250

L300

Material Available dimensions

Made of 20 x 20mm profile
and flat bar length 

L300mm
L300

Material Available dimensions

Wykonany z profilu 60 x 60mm
oraz płaskownika L1840

Material Available dimensions

Roof brackets

www.steel.prosolva.eu

Słup z blachą
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Made of 20 x 20mm profile
and flat bar length 
L250mm, L300mm

L250

L300

Material Available dimensions

Flat bar 40x40mm

Material Available dimensions

Made of 25 x 25mm angle
profile

L330 (Single trough)

L580 (Double trough)

Material Available dimensions

Uchwyty do podłogi

Single and double troughs
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Made of 30x30mm angle profile and
30x30mm profile

900 x 600mm

1200 x 600mm

1200 x 900mm

Roof brackets Available dimensions

Roof brackets
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Reinforcements for PVC windows

Windows play a crucial role in every building, allowing the
flow of natural light and fresh air. However, in the case of
PVC and aluminum windows installed in a building, forces 
can occur that can lead to deformation and damage to
the structure over time. To prevent this, steel profiles are
used as reinforcements, providing durability and resistance
to loads and weather conditions. We offer a wide range of
profiles that serve as reinforcements for windows from 
various manufacturers. We have over 200 different types of 
reinforcements that have been precisely tailored to specific window 
models. The production uses four profiling machines with a total 
capacity of 2.5 thousand tons, allowing for the production of cold-formed profiles.

Windows play a crucial role in every building, allowing the flow of natural light and fresh
air. However, in the case of PVC and aluminum windows installed in a building, forces can
occur that can lead to deformation and damage to the structure over time. To prevent
this, steel profiles are used as reinforcements, providing durability and resistance to loads
and weather conditions. We offer a wide range of profiles that serve as reinforcements for
windows from various manufacturers. We have over 200 different types of reinforcements
that have been precisely tailored to specific window models. The production uses four
profiling machines with a total capacity of 2.5 thousand tons, allowing for the production
of cold-formed profiles.

We provide fast order fulfillment and high quality of our products. We have a machine
park that enables the production of practically any section with dimensions up to
65x65mm for square sections and 100x65mm for rectangular sections, using sheets up to
2.5mm thick. Our window reinforcements are manufactured in accordance with the PN-
EN 10162:2005 standard, and the certificate no. 34/05 confirms this. Hot-dip galvanized
sheets of DX51D+Z grade are used in the production, in accordance with the PN-EN
10142+A1 standard, where the standard zinc coating is 200 g/m2. The PN-EN 10143:1997
standard regulates dimensional tolerances for wall thicknesses. Other dimensions of
reinforcements are adjusted with a tolerance of +0, -0.5mm or according to individual
customer requirements.
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34-335 Korbielów
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+48 500 041 988 info@prosolva.euwww.steel.prosolva.eu

VAT ID: PL5532583720
REGON: 525024267


